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MOTIVATION / CHANGE REASON DESCRIPTION (AUTHOR TO COMPLETE)

Currently the FIXM Core allows up to 2000 values each for the take-off alternate aerodrome and en
route alternate aerodrome fields. Section 12.2.3 (in 12.2, Translation Guidance) and Appendix C of the
FF-ICE 1G 0.98 limit the number of these to 2 and 20 respectively. (The number of destination alternate
aerodromes is currently limited to 2 in the Core, as it is in the FF-ICE 1G 0.96.)

This CR will bring the FIXM Core in compliance with the FF-ICE 1G 0.98 for limits on the take-off alternate
aerodrome and en route alternate aerodrome fields, 2 and 20 respectively.
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PROPOSED CHANGE (AUTHOR TO COMPLETE)

The Departure Class changes from this:

a¥SDcomplexTypes
Departure

actualTimeOfDeparture: Time [0..1]

aercdrome: AerodromeReference [0..1]
aercdromePrevious: AercdromeReference [0..1]
airportSlotidentification: AirportSlotidentification [0..1]
estimatedOffBlockTime: Time [0..1]

estimated OffBlockTimePrevious: Time [0..1]

extension: DepartureExtension [0..2000]

runwayDirection: RunwayDirectionDesignator [0..1]
takecffalternatefercdrome: AerodromeReference [0..2000]
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...to this:

wXSDcomplexTypes
Departure

actualTimeOfDeparture: Time [0..1]

aerodrome: AerodromeReference [0..1]
aerodromePrevious: AercdromeReference [0..1]
airportilotidentification: AirportSlotidentification [0..1]
estimatedOffBlockTime: Time [0..1]

estimated OffBlockTimePrevious: Time [0.1]

extension: DepartureExtension [0..2000]
runwayDirection: RunwayDirectionDesignator [0..1]
takeoffAlternateAerodrome: AerodromeReference [0..2]

T

And the EnRoute Class changes from this:

+ o+ kot

wXSDcomplexTypes
EnRoute

+ alternateAerodrome: AerodromeReference [0..2000]
currentfModeACode: ModeACode [0..1]

+ extension: EnRouteExtension [0..2000]
T

+

...to this:
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w¥SDcomplexTypes:
EnRoute

+ alternateAerodrome: AerodromeReference [0..20]
currenthModeACode: ModeACode [0.1]
+ extensicon: EnRouteExtension [0..2000]

+
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