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Add Relative Point Reference for 
Aerodromes 
CR Number (ID): 153 Submission Date: 3/24/2022 
GENERAL INFORMATION  (AUTHOR TO COMPLETE) 

Author FAA FIXM Development Team 

Brief Description 
(Subject) 

Allows aerodromes to be reference via a relative point in compliance with the PANSATM 
4444. 

Priority* ☐Immediate ☐High ☐Medium ☒Low 

Scale* ☐Major ☐Medium ☒Minor 

Expected Impact to 
Implementers* ☐High ☐Medium ☒Low ☐None 

Target FIXM  
Component(s) 

☒FIXM Logical Model ☐FIXM Application 

☒FIXM XML Schemas ☐Other     Specify… 

Target FIXM 
Release 

☒FIXM Core Version 4.3.0 
☐Application Version 

Related FIXM CRs        

Motivation /  
Change Reason 

☒Requirement ☐Functionality/Operability ☐ Maintenance     ☐Defect 

☐Other Specify …  
 * Optional fields; FIXM Secretariat may update during review 

 

MOTIVATION / CHANGE REASON DESCRIPTION (AUTHOR TO COMPLETE) 
The PANSATM 4444 Appendix 3 states in the description of the DEP and DEST entries under field 18 that 
an aerodrome not listed in the relevant Aeronautical Information Publication can be specified by a name 
and location instead.  The location can be a latitude/longitude pair or a bearing and distance from the 
nearest significant point.  FIXM currently supports providing a lat/lon but not a relative point. 

 



 

Add Relative Point Reference for Aerodromes 

 

2 
 

PROPOSED CHANGE (AUTHOR TO COMPLETE) 
Add an association named “referenceRelativePoint” between the AerodromeReferenceClass and the 
RelativePoint class in the AeronauticalReference package with a multiplicity of 0..1 and a definition of:  
“The location of an aerodrome expressed as a relative point.” 

 

CCB SECRETARIAT 
External Standard 
Consistency 
Checked 

☐AIDX ☐AIRM 

CR Status ☒Proposed ☐Implemented ☐Withdrawn  ☐Rejected 

Decision Date Click or tap to enter a date 

Implemented In X.X.X     

Comments Click or tap here to add any additional information or comments. 
 

IMPLEMENTATION NOTES  (CCB SECRETARIAT TO COMPLETE) 

CCB Secretariat notes on any deviations that were required during implementation. 

 

class AeronauticalReference

«XSDcomplexType»
RelativePoint

+ bearing: Bearing
+ distance: Distance
+ extension: RelativePointExtension [0..2000]

«XSDcomplexType»
AerodromeReference

+ extension: AerodromeReferenceExtension [0..2000]
«XSDattribute»

+ href: HypertextReference [0..1]

+referenceRelativePoint
0..1


